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CHAMPION WOOD 
SPECIALTIES 

♦ LOUVER Series Doors: 
 Our Louver Doors come with either Ventilation Type or Privacy Type Louvers. 
 Both can be ordered either with Molding or without Molding. 
 
• Our Standard Louver Blade thickness is 3/8" [NOT 3/16" or 1/4"]. 
 
• We offer 3 Louver Blades widths for both Ventilation & Privacy Types:  
 1-5/8", 2-1/4", 3-1/4". 
 
• We also offer an Optional Tear Drop Type Privacy Louver type with 2" Reveals. 
 
• Door Designs: 
 Standard: __  See Design Gallery for Louver Series. 
 Custom:____ We also make Custom Designs per customer's request. 
 
• Door Thicknesses: 
 Standard:___1-3/4", 1-3/8". 
 Custom:____2-1/4" or other thickness requested by customer. 
 
• Door Widths: 
 Standard:__ 2/0, 2/4, 2/6, 2/8, 3/0. 
 Custom:___Under 2/0 (min. 1/0) or any width between 2/0~3/0, or over 3/0 (max. 4/0). 
 
• Door Heights: 
 Standard:__ 6/8, 7/0, 8/0. 
 Custom:___ Under 6/8, or any height between 6/8~8/0, or over 8/0 (up to 10/0). 

♦ Louver Series Doors can be ordered in: 
 
• Interior Paint Grade Doors: 
 Stiles & Rails:  MDF w/Lumber Band on Stiles edges. 
 (Pocket, By-Pass & Bi-Fold Doors will have Lumber Band on all 4 edges). 
 Louver Blades:  MDF. 
 
• Exterior Paint Grade Doors: 
 Glue:______________ Exterior Glue instead of Interior Glue. 
 Louver Blades:____ Moisture Resistant MDX instead of MDF. 
 Stiles & Rails: 
 Standard:_________ Water Resistant MDX w/Lumber Band on all 4 edges. 

Option:___________ Hardwood Stiles & Rails. 
 
• Interior & Exterior Stain Grade Doors: 

Stiles & Rails: 
 Interior Doors: 
 Veneer laminated onto MDF Core w/Lumber Band on Stile edges. 
 (Pocket, By-Pass & Bi-Fold Doors will have Lumber Band on all 4 edges). 
 Alternate:Either Solid Wood or Wood Face Laminate. 
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 Exterior Doors: 
 Veneer laminated onto Finger Joint Stave Core w/Lumber Band on Stile edges. 
 Alternate:Either Solid Wood or Solid Wood Face Laminate. 
 
 Louver Blades:  Solid Wood. 
 
• Fire Doors:  
 20-min Fire Doors: Available Only in Privacy Type Louver Doors. 
 45/60/90-min Fire Doors: Not Available  

• Jambs, Hinges, Pre-Hung & Millwork: 
 Doors can be ordered completely Pre-Hung w/Hinges & Jambs. 

• Priming: 
 Louver series doors priming are optional. See pricing page for details. 
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